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A.INSTALL 27’ STEEL POLE WITH 70’ MAST ARM. FOUNDATION., LED TRAFFIC SIGNALS., VIDEO DETECTION CAMERA, SIGNS. DI oY Py S ol L | N SUE \
LED COUNTDOWN PEDESTRIAN SIGNAL HEADS, AND 15’ LIGHTING ARM WITH A 250 WATT HPS LAMP AND LUMINAIRE TS ———7—~——~——-—1Jme—¢—VV-&——J:JE;:P—-T ©) e - i 3 —
(NOTE: 1-3”, 90 DEGREE PVC BEND. ) 7 | | 21 |
B.INSTALL 21 STEEL POLE WITH A 50’ MAST ARM, FOUNDATION. LED TRAFFIC SIGNALS, VIDEO DETECTION CAMERA, LED COUNTDOWN |bq7;/14' | | GENERAL NOTES )
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A - - OR CURB GRADE FOR CLOSED SECTIONS. HIGHEST ROADWAY PROFILE GRADE FOR OPEN Uk
COUNTDOWN PEDESTRIAN SIGNAL HEAD, AND 15’ LIGHTING ARM WITH A 250 WATT HPS LAMP AND LUMINAIRE (NOTE: 1-3”, 90 DEGREE PV BEND.) R ONS 10 MEET CLEARANGES AS SPECIFIED IN MD 816,03, NMD 818.01 EQUIPMENT.
D.INSTALL 21’ STEEL POLE WITH A 50’ MAST ARM., FOUNDATION., LED TRAFFIC SIGNALS, VIDED DETECTION CAMERA, SIGN, LED SO T o R CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR 13¢IHE CONTRACTOR SHALL INTEGRATE PROPOSED CONCRETE
COUNTDOWN PEDESTRIAN S UDIBLE/TACTILE PUSHBUTTON WITH R10-3(1) SIGN (NOTE: 1-3”, 90 DEGREE PVC BEND.) 1 ___ _ | Rty i FOUNDATIONS WITH NEW SIDEWALK WHERE NECESSARY.
IGNAL HEAD AND AUD — = TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.
E.INSTALL CONCRETE FOUNDATION WITH 10’ STEEL PEDESTAL POLE (CUT TO 5 FT.) WITH MODIFIED BREAKAWAY BASE STANDARD NO. MD 2 Y TRACTOR SHALL CONTACT MISS UTILITY TO VERIFY ALL UNDERGROUND 14.THE CONTRACTOR SHALL REMOVE AND REPLACE CONCRETE
801.01-01 AND AUDIBLE/TACTILE PUSHBUTTON WITH R10-3 (1) SIGN (NOTE: 1-2“, 90 DEGREE PVC BEND.) b 2. THE CON SIDEWALK AT THE NEAREST JOINT.
F.INSTALL NEMA SIZE "6” BASE MOUNTED CABINET AND CONTROLLER WITH ALL NECESSARY EQUIPMENT (NOTE: 2-2” AND 2-4” 90 DEGREE PVC BENDS. ) UTILITIES PRIOR TO INSTALLING FROROSED SIGNAL EQUIPMENT. 1F ANY WTILITY 15.THE CONTRACTOR SHALL ENSURE THE EXISTING TRAFFIC
) . ) " ‘ . CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT: ENGINEER. SIGNAL REMAINS OPERATIONAL UNTIL THE RECONSTRUCTED
G.INSTALL 100 AMP METERED SERVICE PEDESTAL (NOTE: 1-4° AND 3-2", 90 DEGREE PVC BENDS.) 3.THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE LOCATIONS PRIOR TO ~ TRAFFIC SIGNAL IS OPERATIONAL.
H. INSTALL 3" PVC ELECTRICAL CONDUIT (SCHED. 80) - TRENCHED. INSTALLATION- : . 16.ALL PROPOSED LUMINAIRES SHALL BE SUPPLIED WITH A
CINSTALL 4% PVC ELECTRICAL CONDUIT (SCHED. 80) — TRENGHED 8 T T CTon oK GO ETION O THE NEW STGNAL. = PROPERTY ) THR PINAL PAVEMENT MARKINGS AND PROPOSED SIGNAGE
. : - . OF THE SIGNAL CONTRACTOR UPON COMPLE - .o . .
L.INSTALL 4” PVC ELECTRICAL CONDUIT (SCHED. 80) - BORED. FOR PROPOSED UNDERGROUND POWER. CAP AND MARK CONDUIT AND % 5.THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLES TO  OTHER THAN THOSE DETAILED ON THE PLAN. REFER TO THE
LEAVE A 1 FT. STUB WITH PULL STRING AT UTILITY POLE FOR USE BY OTHERS. r THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE. CONTRACT DOCUMENTS. ALL PAVEMENT MARKINGS AND
M. INSTALL 2” PVC ELECTRICAL CONDUIT (SCHED. 80) — BORED, FOR PROPOSED UNDERGROUND TELEPHONE SERVICE. CAP AND MARK z 6.VIDED CAMERA LOCATION/ALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER. P??ﬁ°§52H§‘§¥ﬁﬁEA§BéLL BE INSTALLED IN ACCORDANCE
CONDUIT AND LEAVE A 1 FT. STUB WITH PULL STRING AT UTILITY POLE FOR USE BY OTHERS. = 7.PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY CAN BE ACTIVATED BY A PERSON IN W :
N.ABANDON EXISTING LOOP DETECTOR. A WHEELCHAIR REACHING LESS THAN 187 FROM A 60" x 60" LEVEL LANDING AREA
0. INSTALL 2” PVC ELECTRICAL CONDUIT (SCHED. 80) - TRENCHED. WITH A CROSS SLOPE OF LESS THAN OR EQUAL 7O 2%. STATE OF MARYLAND
: o i d0r SLPASATION SETCR SRR [0 06 ks, Fagw e o SR i BTN
Z - PUSHBUTTON TO . :
Q-3 PVC ELECTRICAL CONDUIT (SCHED. 80) — TRENCHED. INSTALLED UNDER INTERCONNECT FLAN. = 9.PUSHBUTTON ARROWS ARE TO BE PARALLEL TO THE CROSSING FOR WHICH THEY ARE * OFFICE OF TRAFFIC & SAFETY
€$3 S-HANDHOLE INSTALLED UNDER INTERCONNECT PLAN. &% INOGATION OF ACCESSIBLE PEDESTRIAN SIGNAL PUSHBUTTONS MUST MEET LOCATION [T TR o peor
T.REMOVE EXISTING TRAFFIC SIGNAL EQUIPMENT. REMOVE FOUNDATIONS 12“ BELOW GRADE AND BACKFILL. 2 10.LOCATION OF > US 40 (BALTIMORE NATIONAL PIKE) AND COLERIDGE ROAD
U.REMOVE EXISTING HANDHOLE FRAME AND COVER 12 IN. BELOW GRADE AND BACKFILL. e R B e T L L Tt vl i
V. INSTALL 12 IN. WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING FOR CROSSWALKS. < CONTRACTOR IS TO STOP WORK ON PUSHBLUTTON LOCATIONS UNTIL A DESIGN WAIVER CATONSVILLE, MARYLAND
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EXISTING X. NON-INVASIVE MICRO LOO E SET INSTALLED UNDE . THE DIRECTOR, OFFICE OF APPROVALS / BEVISIONS
PROPOSED Y. 3“ PVC ELECTRICAL CONDUIT (SCHED. 80) — BORED. INSTALLED UNDER INTERCONNECT PLAN. TRAFFIC AND SAFETY. N « TRAFFIC SIGNALIZATION PLAN
Z. INSTALL CONCRETE FOUNDATION WITH 10’ STEEL PEDESTAL POLE WITH MODIFIED BREAKWAY BASE STANDARD NO. 11.ALL TRAFFIC SIGNAL \ \y SCALE__1"=20' __ ADVERTISED DATE_ 8221972 CONTRACT NO. B-286-485
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